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Gearbox———Maintenance—free.working-level for M6.

BMS electric chain hoist with a rated service life of 1990 full load hours.

In practical terms.this means the service life is extended by approx.
20%:.the helical gearling inside the gearbox also reduces operating
noise and provide smooth operation.

g

FIENE——R MR, MFERD, LEAD,; flahREFER, FH)
EAERANEERY, OmESSESRIFERE N IE.
Brake———Maintenance—free.because of minimum wear.adjustment

is nol necessary. The brake is enclosed in enclosed in the electrical
panel and provides double protection from the elements

BMSEF SRR FE IR IALE -
FAFERL. PRRERRENA LR ITERNEE ISP SR AIPSS,
FeBIpPERAIP655HTT, AILARGEIRALE

BMS Electric chain hoist has been certified by the relevant
national authority , Protection class of hoist motor, electric

chain hoist and traveling motor device are all IP55, push

button control is with excellent moistureproof & dustproof, IP65 .

2 g

E!ﬁﬁmﬁﬂ—f— EEIP.

Slip clutch———-Maintenance—free.Integrated begind the brake in the
power drive.it provides reliable protection against overload.Integrated
slip clutch monitoring prevents prermanent demage to the slip clutch.

l»

Helght adjustable control pendanl cable———The length of the
control cable. Therefore.the suspension height of the control pendant can
be infinitrly varied for a hook path range of 2-5mand 5-8m.

The excess control cable is accommodated behind the service cover.
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HIGHER

PERFORMANCE,
ESiEeE. EIRER

> BMSEfEBmIEFASEMTE. SRS RENNS,
SRAAMRITES, @INEFE, SLFEXEIREHE,
= BMS electric chain hoist with high performance,high safety reliability

advantages,Using use humanized design concept to increase your productivty
and make the work to achieve the highest efficiency

RERIE Sensitive and fast

b BMSEUAMERIEIFIMERE, ELNEE, FRMEERE
B, REEFRREA TR, SRE.

B BMS electric chain hoist with flexible action,positioning accuracy.Lord stood up

TENRES . (EAFanE@Ic Longer service life for greater efficiency

> ESClRTER LIERAIZLEZEBRIZm TIERS 2 3
20%, XERERBLERERASFD, ROKERY, Xtbe
J\SBMSEUAGEER ZEH S FITIE G RRHIE

¥ In practical terms,BMS electric chain hoist service life is extended by approx.20%in
comparison with the conventional 2m classification for chain hoists FEM rating .

This extra operating life is only offered by BMS electric chain hoist .

quickly and efficiently speed,low speed hoisting load smoothly,accurate positioning.

This results in significantly prolonged time between service intervals and general overhauls.
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(==

= 1600Hours

o

ri]

o

g 800Hours
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400Hours
200Hours
1Cm 1Bm 1Am 2m 7f FEM

UPMAX

MAINTENANCE:
FAST AND SIMPLE

HEIP: RERER

> BMSEURERIEAAIIFTE T ERNEMFNERE, Sl EGesFIgRA
BHRIZHENE, BENA. BMSERSHIhEEsFoER . BEEIMRmER
MRS SHEEMEEZEI TE MR ERKN TES S,

= BMS electric chain hoist,all main drive components,such as gear box,

brake and clutch made by a special process,and durable, BMS series brake have 5 years free
maintenance,Upmax hoist still has a long working life with high quality even in busy work.

b L I Because BMS electric chain hoist is designed by excelent service idea and necessary
maintenance work.can quickly & simply finished works.

’ > BVISHURSEBAAENERRIT S, IIER, BIRRESE, FEX
{\. _ TREDERA BN ERE . I TIEFMERM KBS ELE R T X,
- k= The chain drivce of BMS electric chain hoist is designed as a compact unit which is

slid into place and can be replaced in @ minimum of time without the need to
disassemble motor or gearbox parts.Long downtimes as a resuit of maintenance
work are now 2 thing of the past.

At

A Chain Guide

» SAVAYEEELIE T

Professional chain gulde design

e e e =
» IZTEFREN

More smooth and efficient operation
> GESLEIRE /)

Chain wear less

> HIPESE

Easy maintenance
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) UPMAX
Electic Chain Hoist Technical

With Hook Parameters EARS5 <«
WiEFEh (BElE ) 5858 <

BMSZE I g a3 o] B 5EE|
KBKAiMEREFRIFIE L,
= Basic characteristics

BMS electric chain hoist can be installed to the
KBK orbit of standard components

> FERIHE B
[H

-l

> iR
Fra B s E g it AT ——BDIEED IS A
BSEW, BaeATKBKINENBEN aJ5/ME
TRIEHERE

& Easy test
All electrical connection to plug in, plug and play universal

suspension mechanism,both can used for KBK standard track
and can be connected to trolley quickly

__f/'L_Lm

> AffLigit
EHREKETLUAT, FRINSERSEN
fIE,
FBITAENLIRIT, BREE, B2 EES.

B Humanized design

Control cable length can be adjusted,control pendant always in
the most appropriata location. s If'ﬁ‘E
Control pendant is humanized design,grip feels comfortable,avoid Model (KG) (mfmin) ( KW) (ﬂmln )

operation fatigue

| zoma
(FEM/ISQ)

BMS0.125-01M 125KG 0.37/0.1 2880/720 220-460 2m/M5

BMS0.125-01M 125KG 13/3.2 0.75/0.2 2880/720 220-460 24 2m/M5

> F—HHERNEE BMS0.25-01M 250KG 8/2 0.4/0.12 2880/720 220-460 24 2m/M5

DR 42y TEEREY arsiEa

ﬂﬁﬁ?%gﬁh‘?ﬁ’ iﬁ!jragﬁﬁ" i&*"ﬂ"g" BMS0.5-01M 500KG 8/2 0.75/0.2 28801720 220-460 24 2m/M5
THIRENEMEMT, RIRSHREEHERL, FEN

87a] BMS0.5-01M 500KG an 0.75/0.2 2880/720 220-460 24 2m/M5

® Unified maintenance test back cover BMS01-01M 1000KG 4/ 0.75/0.2 2880/720 220-460 24 2m/M5

Can be used for electric plug,Control pendant can be high adjusted,

the chain lubrication,without having to remove other components,
fastly replace chain guide,and reduce downtime 8BS
Model

_ L BMS0.125-01M 194 W
> iERERN, TIFEES
EE2AVES|ELRS BMS0.125-01M 464 197 189 160 288 400 450 30
# Standard double speed motor higher working efficiency BMS0.25-01M 440 194 172 160 288 400 425 30
24V control voldage is more safe
BMS0.5-01M 440 194 172 160 288 400 425 30
BMS0.5-01M 464 197 189 160 315 400 450 30
BMS01-01M 464 197 189 160 315 480 450 30
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Electic Chain Hoist With

Manual Trolley
HiEFan (S50 ) A <«

uPMAX

s = g Sy SR B SRy = -

EASHE
BMS&RFIIR BRI o] /R <3 E
KBKiTEH HFATRIE L,

Basic characteristics

BMS electric chain hoist can be installed to the
KBK orbit of standard components

Mg ae
Ay Al —BDiERI BiE A
BISHENW, et TKBKINENIBEN aJ5/hE
TRIEHERE

Easy test

All electrical connection to plug in, plug and play universal

suspension mechanism,both can used for KBK standard track
and can be connected to trolley quickly

Atttigit

EHIRGKETLLAD, FRINSERSEN

fIE,

FBRIIAMMRIT, BREFE, RREFEES.
Humanized design

Control cable length can be adjusted,control pendant always in
the most appropriate location.

Control pendant is humanized design,grip feels comfortable,avoid
operation fatigue

F—HEEENEE

o BTREEE, FRITSEAD, B,
THIREEMRER S, REFEEEY, B EN
=T

Unified maintenance test back cover

Can be used for electric plug,Control pendant can be high adjusted,

the chain lubrication,without having to remove other components,
fastly replace chain guide,and reduce downtime

tEEET, TIEREES
EE24VIEFIESRE,

Standard double speetd motar higher working efficiency
24V control voldage is more safe

Technical
Parameters EARS5 <«

BS IﬂEI.E

BMS0.125-01M
BMS0.125-01M
BMS0.25-01M
BMS0.5-01M
BMS0.5-01M

BMS01-01M

125KG
125KG
250KG
500KG
500KG
1000KG

13/3.2
8/2
8/2
41

41

0.37/01
0.75/0.2
0.4/0.12
0.75/0.2
0.75/0.2
0.75/0.2

28807720
2880/720
2880/720
2880/720
2880/720
2880/720

220-460
220-460
220-460
220-460
220-460
220-460

g8}

UPMAX

24

24

24

| zoma
(FEM/ISQ)

2m/M5
2m/M5
2m/M5
2m/M5
2m/M5

2m/M5

s
Model

BMS0.125-01M

BMS0.125-01M

BMS0.25-01M
BMSO0.5-01M
BMS0.5-01M

BMS01-01M

464
440
440
464
464

194
197
194
194
267
267

270
172
172
270
270

100-200
100-200
100-200
100-200
100-200
100-200

190
190
190
190
190
190

315
288
288
315
355

445
445
525
445
525

495
470
495
495
495
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UPMAX

Electic Chain Hoist With Technical

Electic Trolley Parameters BERSH <«
IF6Eal (B30 ) #F <

> EAHIE
BMS&RFIIR BRI o] /R <3 E
. KBKiTEH FATRE L,
» Basic characteristics

BMS electric chain hoist can be installed to the
KBK orbit of standard components

> iR
FrE e i AT —RPiERP IS A
BUSHENY, BXREHTKBKINENIER aJ5/N\&
RIEHEHE

* Easy test

All electrical connection to plug in, plug and play universal
suspension mechanism,both can used for KBK standard track
and can be connected to trolley quickly

> AffLigit

EHREKETLUAT, FRINSERSEN
s,

FBITAENLIRIT, BREE, BEEES.

Humanized design

Control cable length can be adjusted,control pendant always in . ’ . y S— - —
the most appropriate location. ik m ﬁﬂ'm "2V B I&ﬁﬂ _
Control pendant is humanized design,grip feels comfortable,avoid Model (KG) (m/min) AR L : A (FEM/IISQ)

operation fatigue

1.,.,-.5. TITaT
Y

BMS0,125-01M 125KG 812 0.37/0.1 2880/720 220-460 2m/M5

BMS0.125-01MG  125KG 13/3.2 0.75/0.2 2880/720 220-460 24 2m/M5

> G—EHERNES BMS0.25-01M 250KG 812 0.4/0.12 2880/720 220460 24 2m/M5

SE i3 I RS crs i

ST, FE SRR, BRER, BMS0.5-01M 500KG 812 0.75/0.2 2880/720 220-460 24 2miM5
TR EDEL M ERT, RIRBIRE BT, REH

i8] BMS0.5:01M 500KG 411 0.75/0.2 2880/720 220-460 24 2m/M5

» Unified maintenance test back cover BMS01-01M 1000KG 411 0.75/0.2 2880/720 220-460 24 2m/M5

i Can be used for electric plug,Control pendant can be high adjusted,

the chain lubrication,without having to remove other components,
fastly replace chain guide,and reduce downtime B8
Model

_ o BMS0.125-01M 164 100-200
> {EREEN, TIFEES
EE2AVES|ELRS BMS0.125-01MG 464 260 164 100-200 201 315 445 495
# Standard double speed motor higher working efficiency BMS0.25-01M 440 260 164 100-200 201 315 445 470
24V control voldage is more safe
BMS0.5-01M 440 260 164 100-200 201 315 525 470
BMS0.5-01M 464 260 164 100-200 201 315 445 495
BMS01-01M 464 260 164 100-200 201 315 525 495
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UPMAX
Low Headroom Type Electic Technical

Chain Hoist Parameters EARS5 <«
R IR EEA <«

— > EAHHE
P BMS&RFIIR RN o] /R <3 E
—— KBKATELR FATENE £
» Basic characteristics

BMS electric chain hoist can be installed to the
KBK orbit of standard components

> iR
Fra s es E g i AT ——BDIEED IS A
BUSHEG, el TFKBKImENEX TSN %
TRIEHERE

& Easy test
All electrical connection to plug in, plug and play universal

suspension mechanism,both can used for KBK standard track
and can be connected to trolley quickly

> AEfLigit
EHRERKETLIAT, FRINDERSEN
(A
FHIIAMKRIT, BREE, RBREBERS.

> Humanized design

Control cable length can be adjusted,control pendant always in , ’ r — — .
the most appropriate location. BS m ﬁﬂ!& 5 j mﬁﬁfl TIFRE _ TR
Control pendant is humanized design,grip feels comfortable,avoid Model (KG) (m/min) (vimin) (V) (FEM/ISQ)
operaiion fafiye BMSO0.125-01ML 125KG 8/2 0.37/0.1 2880/720 220-460 2m/M5
BMS0.125-01ML 125KG 13/3.2 0.75/0.2 2880/720 220-460 24 2m/M5
> %-ﬁf‘%ﬁf‘ﬂﬂ}ﬁ% BMS0.25-01ML 250KG 8/2 0.4/0.12 2880/720 220-460 24 2m/M5
2@ 43 R E ArA T
JFRT AR, FRIIBEAD, RREH. BMS0.5-01ML 500KG 8/2 0.75/0.2 2880/720 220-460 24 2m/Ms
T IRENEMRENE, REBRRENER, B E
B} |E—|_| BMSO0.5-01ML 500KG 4/1 0.75/0.2 2880/720 220-460 24 2m/M5

® Unified maintenance test back cover BMS01-01ML 1000KG 4/1 0.75/0.2 2880/720 220-460 24 2m/M5
Can be used for electric plug,Control pendant can be high adjusted, i i

the chain lubrication,without having to remove other components, e
fastly replace chain guide,and reduce downtime ! !
Model L L1 0% T
645 454 330 485 415 440 246 260

_ L BMS0.125-01ML 100-200 164
> RENUEEN, TIEIEES pe T =
~ . 125- 454 440 246 2 -2 4
EE2AVESERS, BMS0.125-01ML 645 5 330 485 415
= Standard double speed motor, higher working efficiency BMS0.25-01ML 645 454 330 485 415 440 246 260 100-200 164
24V control voldage is more safe
BMSO0.5-01ML 645 454 410 485 415 440 2486 260 100-200 164
BMS0.5-01ML 645 454 330 510 415 464 267 260 100-200 164
BMS01-01ML 645 454 410 510 415 464 267 260 100-200 164
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UPMAX
Hook Electic Chain Technical

Hoist Double Parameters EARS5 <«
IFEETNIER T <

> EARHIE _

: S BMS&RFIIR BRI o] /R <3 E
— e KBKATELR FATENE £ .
» Basic characteristics

BMS electric chain hoist can be installed to the
KBK orbit of standard components

> iR
Fra s es E e i AT ——BDIEED IS A
BISHENW, et TKBKINENIBN aJ5/M\E
TRIEHERE

& Easy test
All electrical connection to plug in, plug and play universal

suspension mechanism,both can used for KBK standard track
and can be connected to trolley quickly

> At
EHIRAKETLUAT, FRINSE&ESERN
fus,
FHIIAMKRIT, BREE, RREERES.
B Humanized design

Control cable length can be adjusted,control pendant always in
the most appropriate location.

Control pendant is humanized design,grip feels comfortable,avoid e :
operation fatigue
Model (KG) (mrmln)

BMS0.125-01MH 125KG 0.4/0.1 28801720 220-460 2mIM5
> G—HERNES BMS0.25-01MH 250KG 812 0.4/0.1 2880/720 220-460 24 2miM5
o HTEEERE, FRINsSEAD, BEEE,
i =" =T S BMS0.5-01MH 500KG 8/2 0.75/0.2 2880/720 220-460 24 2miM5
T IREI BB, RIEBHRE BN, B EH
Blia. BMSO0.5-01MH 500KG 411 0.75/0.2 2880/720 220-460 24 2m/M5
* Unified maintenance test back cover BMS01-01MH 1000KG 4/1 0.75/0.2 2880/720 220-460 24 2m/M5

Can be used for electric plug,Control pendant can be high adjusted,

the chain lubrication,without having to remove other components,
fastly replace chain guide,and reduce downtime B8
Model

_ L BMS0.125-01MH 100-200
> FREEEH, TIEEEs _
EE2AVES|ELRS BMS0.25-01MH 440 246 260 100-200 164
» Standard double speed motor,higher working efficiency BMS0.5-01MH 440 248 260 100-200 164
24V control voldage is more safe
BMS0.5-01MH 464 267 260 100-200 164
BMS01-01MH 464 267 260 100-200 164
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Hand Contrd Electic
Chain Hoist
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Technical

Parameters R85 <«

BE '

BMS0.125-01MT

BMS0.125-01MT
BMS0.25-01MT
BMS0.5-01MT
BMS0.5-01MT

BMS01-01MT

125KG
125KG
250KG
500KG
500KG

1000KG

0-13
0-8
0-8
0-4
0-4

0.75

0.4
0.75
0.4
0.75

2880
2880
2880
2880
2880
2880

| mEE ThRE
(t/min) (V)

220-460
220-460
220-460
220-460
220-460

220-460

UPMAX

)5
{Mode)

| zoma
(FEM/ISQ)

2m/M5
2m/M5
2m/M5
2m/M5
2m/M5

2m/M5

s
Model

BMS0.125-01MT

BMS0.125-01MT
BMS0.25-01MT
BMSO0.5-01MT
BMSO0.5-01MT

BMS01-01MT

464
440
440
464
464

197
194
194
197
197

189
172
172
189
189

153
160
160
153
153

315
288
288
315
315

400
400
400
400
400

450
425
425
450
450

30
30
30
30
30
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